JOB

POWER PRODUCTS

2850mm

[830mm

G1a0aS

| 140mm
FUEL OPTIMISED
Prime Standby
Frequency (Hz) Phases  Votage (V) KVA kW KVA kW MCB Rating (A) M';;.‘:";"(gw Rated Speed (RPM)
50 3 4007230V 126.30 101.00 140.30 112.20 250.00 250,00 1500
€0 3 380220V 128.60 102.90 142.80 114.20 250.00 250,00 1800
60 3 20/127V 128.60 102.90 142.80 117.80 400.00 400.00 1800
€0 3 480277V 126.00 100.80 140.00 112,00 250.00 250.00 1800
3 Phase 08 KA 106.00
| P | W 85.00

*With 20% voltage and 10% frequency devition @ 50Hz, 400V

Prime: This rating is for the supply of continuous electrical power, at variable load, in lieu of commercially purcl
in 2.

Standby: This rating is for the supply of continuous electrical power, at variable load, in the event of a utili
Stage llla models are only emissions compliant at 50Hz Prime Power in accordance with 97-68EC.

n on the annual hours of operation and 10% over load power can be supplied for | hour

failure. No overload is permitted.
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Lockable Maintenance Access Doors

Fork Pockets

Bunding

High Density Fire Retardant Foam
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White Paint

Poles 4

Winding Connections S
Insulation Class H

CEndoswee 3
Exciter System Self-regulating brushless
Steady State Voltage Regulation +/- 1.5%
Coupling Flexible disc
Coating Winding Protection Grey

Starter Motor kw 3.00

Number of Batteries

JCB

POWER PRODUCTS

1500 RPM
OuputRaing(PRP) W70
Output Rating (Standby) kw 139.70
1800 RPM
.
Output Rating (Standby) kw 145.521
Manufacturer and Model JCB TCAG S2
Injection Direct
. TuboChaged
Cylinders 4
Coommo eIl
Displacement L 4.765
I
Engine Oil Specification API CF-4

Engine Oil Capacity L 14.00
Governor Mechanical
Engine Oil Consumption 100% Load 0.1% of fuel consumed

Diesel Specification EN590
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100% Load Prime Lh 29.60
I Y, B . 240

50% Load Prime Lh S0z 16.00
T R R0

100% Load Prime L/ 37.00
o 2800

50% Load Prime Lh 60Hz 20.00
B ", R

Maximum Temperature 100% Standby 551.00
SOHz 050

Maximum Allowed Back Pressure mbar 100.00

Exhaust Gas Flow 100% Standby 60Hz 724.00

Exhaust Flange Size mm

}‘

Intake Air Flow 100% Standby 506.00

S0Hz 23400
Alternator Fan Airflow 31.00
Total Cooling Air Flow 100% Standby 60Hz 234.00

50Hz

JCB

POWER PRODUCTS

Cooling Pack .

Mechanical Governor

Coolant Temperature Sender

Radiator Guards
Manual Oil Drain Pump (Canopy)
Pre-Filter with Separator

Internal Fuel Fill (Belly Tank)

Residential Silencer

Standard: @ Not Available: x Optional: A
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AVR DSR .
Winding Protection Standard

Winding Protection Grey

Winding Protection Total +

PMG

3 Pole Moulded Case Circuit Breaker

Earth Leakage Protection (Shunt Trip)

Optional Voltages

X
o
.
s
A
I
A
T S
.
I S
.
I
A
T S
Emergency Stop Button .
I
Standard: @

Not Available: x Optional: A

Battery Isolator

A
Battery Size (Ah) 120

Battery Charger .

JCB

POWER PRODUCTS

4510 .

Standard: ® Not Available: x Optional: A

Length 2850

mm
Height mm 1830
Ke

Weight* 1720.00

*Standard build with all fluids except fuel

EMC Certification .
I

Belt Guards .
CEathledlageRey e

Sound Power Decal .
I

Complete Machine Declaration of Conformity .

JCB Generators are CE certified and conform to the following Directives (subject to a country requiring such standard):

- EN12100, ENI3857, EN60204
—  2006/42/CE Machinery safety
—  2006/95/EC Low voltage
2004/108/CE Electromagnetic compatibility
4/EC Sound Power Level (amended by 2005/88/EC)
jssions(amended by 2002/88/EC & 2004/26/EC)
to ISO 8528 and ISO 3046
conditions |000mbar, 25°C, 30% relative humidity ISO3046
ation based on standard specification equipment unless otherwise stated.
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