G275S | Open Set

3050mm

1589mm . j 7
T R — 1030mm
FUEL OPTIMISED
ELECTRICAL
Prime Standby
. Minimum ATP Rated Speed
Frequency (Hz) Phases Voltage (V) kVA kW kVA kW MCB Rating (A) Rating (A) (RPM)
50 3 400/230V 250 200 275 220 400 400 1500
POWER FACTOR MAXIMUM LOAD IMPACT*
3 Phase 0.8 KVA 156
| Phase | kw 125
HWith 20% voltage and 10% frequency deviation @ 50Hz, 400V
ALL RATINGS ARE TO STANDARD REFERENCE CONDITIONS ISO 8528 -

Prime: This rating is for the supply of continuous electrical power, at variable load, in lieu of commercially purchase power. There is no limitation on the annual hours of operation and 10% over load power can be supplied for | hour
in 12.

Standby: This rating is for the supply of continuous electrical power, at variable load, in the event of a utility power failure. No overload is permitted.

"Stage llla" models are only emissions compliant at 50Hz Prime Power in accordance with 97-68EC.
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Lockable Maintenance Access Doors X
o
Fork Pockets X
SigelitPont
Rental Sledging Base X
Bundng A
Open Frame .
Bundlevelindiator
50mm Rock Wool Sound Insulation X
o
Red Paint X
o x
Standard: Not Available: x Optional: A
AUTERNATORECOSBINA
Poles 4
Winding Connections Sa
Insulation Class H
citer ystem Self-regulating brushless
Steady State Voltage Regulation +/- 1.0%
.~ Snglebearngsedled
Coupling Flexible disc
Coating Winding Protection Grey

Starter Motor

Number of Batteries 2 (Series)

__ ‘
4

JCB

POWER PRODUCTS

1500 RPM
Output Rating (Standby) kW 238
Manufacturer and Model Volvo TAD 734GE
 Dee
Injection Direct
- TuboChaged
Cylinders 6
om0 oski30
Displacement L 7.15
S Waer
Engine Oil Specification 15W/40
I N T
Engine Oil Capacity L 29.00
o
Governor Electronic Governor

_

Engine Oil Consumption 100% Load

Diesel Specification EN590

Capacity (1

Material

348

774
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IOO% Load Prime
50% Load Prime S0Hz 30.7
Exhaust Gas Temperature 495.00

Alternator Fan Airflow

LpA(Im) 50Hz dB(A) 102

Coollng Pack L]
Sefre e
Mechanical Governor

High Coolant Temperature Sender

Advanced Coolant Temperature Sender

Oil Temperature Sender

Radiator Guards L]

Manual Oil Drain Pump
Manual Fuel Fill

Racor Fuel Filter (No Alarm)

Fuel Filter (Wit
Pre-Filter with Separator

Fuel Level Sender .
External Fuel Fill (Belly Tank) X
Residential Silencer A

ndard: ® Not Available: x
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JCB

POWER PRODUCTS

AVR DSR ] KSI
Winding Protection Standard X DSE7320 A

Winding Protection Grey
Winding Protection Total +

PMG

Miniature Circuit Breaker (Integrated busbar)

Earth Leakage Protection (Shunt Trip)

Socket Box (inclusive of heavy duty busbar & micro switch)

Preparation for Earth Spike

mm 3050

Optional Voltages

mm 1589

Panel Door Micro Switch

*Standard buid with all fids except fuel
Emergency Stop Button

External Emergency Stop Button
Sardardie  NotAwlabeix  Opton REFERENCESTANDARDS

Battery Isolator . - EN 12100, EN13857, EN60204
Bat T —  2006/42/CE Machinery safety
. 006/95/EC Low voltage
Battery Size (CCA) 8/CE Electromagnetic compatibility
d Power Level (amended by 2005/88/EC)
ns(amended by 2002/88/EC & 2004/26/EC)
1SO 8528 and ISO 3046

.
]
A
I
A
LA
X
]
. SE8620
_ Standard: ® Not Available: x Optional: A
X
]
A
A
A
A
.
o ox

Optional Battery

conditions 1000mbar, 25°C, 30% relative humidity ISO3046

Standard: ® Not Available: x Optional' A rmation based on standard specification equipment unless otherwise stated.
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